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ATM service: Send us your drawing (.DXF or .DWG fi le) and we design your individually optimized clamping vice.

ATM GmbH ∙ Emil-Reinert-Str. 2 ∙ D - 57636 Mammelzen ∙ Tel. +49(0)2681.9539.0 ∙ Fax +49(0)2681.9539.20 ∙ info@atm-m.com ∙ www.atm-m.com

PULSED CLAMPING SYSTEM FOR BRILLANT 265 (manual or automatic)

»   Clamping and adjusting of sheet material up to 20 mm  
thickness in Z-direction

»   Parallel, continuous serial cuts of 5-130 mm width
»   Manual or automatic Z-axis on Brillant 265 required for 

operating the clamping system
» Max. adjustable length 150 mm

» Working height 40 mm above standard table top
» Max. material width (cutting length) 300 mm
»    on left hand  4 pneumatic clamps with 100 N power
   each, controllable with key pad in controlpanel
» on right hand manual clamping with clamping screws
» easy attachment on machine table

M A N U A L  P U L S E D  C L A M P I N G  S Y S T E M

Order No. Z1841010 (also for Brillant 255 with manual Z-axis)

A U T O M AT I C  P U L S E D  C L A M P I N G  S Y S T E M

Order No. Z1841011


